
Astera LED Technology GmbH | Stahlgruberring 36 | 81829 Munich - Germany | +49 (0) 89 21 55 225 31 | www.astera-led.com

8x AX9 PowerPar with Bracket (not included)
(AX9 I AX9-STA)

8x FloodFilter (not included)
(AX9-FF)

8x Wallwash Filter (not included)
(AX9-WWF)

8x PowerCON TRUE1 cable (not included)

8x TrackPin (not included)
(AX-TP)

8x Bolt (not included)
(AX5-BLT)

8x Manfrotto Super Clamp (not included)

This sturdy flight case can charge 8 AX9 PowerPar through 
the integrated charging plate from one AC socket. 
Dedicated spaces for filters and additional side compartment 
for other accessories.

Compatible with:
AX9 PowerPar
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SPECIFICATIONS
Order Code AX9-CHRCSE
Input 11.6 A @ 115 VAC; 5.8 A @ 230 VAC
Socket Power IN / OUT PowerCON True1 
Output 8 x 25.5 V; 3.0 A
Dimensions (L x W x H) 1206 mm x 606 mm x 547 mm / 46.9“ x 22.8“ x 21.3“
Weight incl. Charging Plate (kg/lbs) 55.8 kg / 123 lbs
Connectors/Cables 1x PowerCON True cable (not included)
Material Plywood, Aluminium

CAN HOLD

Datasheet AX9 Charging Case
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DRAWINGS
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1206 mm

AX9-CHRCSE

CAN HOLD 8x Flex Covers White (not included)
(AX9-FLXCVR-WT-8)

8x Flex Covers Mirror (not included)
(AX9-FLXCVR-MIR-8)

8x Safety Wire (not included)


