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Model: PRO800 

Range
800m≤

Full HD

High DefinitionFrequency

5GHz

Good compatibility, plug and play--no software is required;

support devices with HDMI/SDI interface; simple installation; 

Exquisite design, good mobility—be equipped with standard 

screw and V buckle; support high-capacity battery installation;

conveniently portable.  

LONG DISTANCE WIRELESS 

HD VIDEO TRANSMISSION 

SYSTEM  

No Latency

TX: PRO800 RX: PRO800 

Support real-time Wireless Full HD1080P transmission;

Long range up to 800m
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Moving Shooting Sports & Games Film Shooting Wedding Lecture

Model: PRO800 

LONG DISTANCE WIRELESS 

HD VIDEO TRANSMISSION SYSTEM 

Mechanical Information

20dBm

6V~17V

7~8W

External antenna

open environment:up to 800m

PCM, DTS-HD, Dolby True HD

-10~60 C(Working);-40~80 C(Storage)

Antenna Mode

Transmission 
power
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OLED Screen

Overvoltage 
Protection 

Power 
Consumption

Product Size

Operating 
Frequency  

Transmission 
Distance

Audio Format

Temperature

Image transmission:5.1~5.9GHz

1/4 "Hot-shoe connection;

V-Mount*Optional

Wireless Channel Info;

SDI/HDMI Input Info;

Signal status;Power in

TX: PRO800
TX: PRO800

RX: PRO800

119X79X32mm

6V~17V

Receiving

Sensitivity

Antenna Mode External antenna

Image transmission:-70dB

Image transmission:5.1~5.9GHz
Operating 
Frequency

Mechanical 
Interface

OLED Screen

Overvoltage 
Protection 

Transmission 
Distance

open environment:up to 800m

Power 
Consumption

PCM, DTS-HD, Dolby True HD

-10~60 C(Working);-40~80 C(Storage)

Product Size

Audio Format

Temperature

RX: PRO800

1/4 "Hot-shoe connection;

V-Mount*Optional

Wireless Channel Info;

SDI/HDMI Input Info;

Signal status;Power in

7~8W

155x111x32mm

Application

6V-17V

V-MOUNT

6V-17V

V-MOUNT
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