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hard case tungsten classic

KA24 150 W / 24 V Tungsten Kits
Three DLH4 light heads work with in-line, dimmable DT24-1 power supplies to be used with 24 V / 150 W DL150 lamps.      
The DT24-1 in-line power supplies are available for three different mains voltages:
 
DT24-1E (Europe) 230/240 V AC, DT24-1U (USA) 117 V AC, DT24-1J (Japan) 100 V AC

3 DLH4 Light head aspherics2 
3 DT24-1 Dimmable electronic power supply 24 V
3 DBD8 Barn door
2 DPLS Light shield ring
3 DDCF Dichroic daylight conversion filter
3 DFH Filter holder
1 DGMD Gel filter set – mixed diffusion
1 DP1 Imager projection attachment
1 DPGH Gobo holder
1 DPFS Framing shutter blades
1 DPIR Iris

3 DST Stand
1 DSTFX Flexible stand extension
2 DH2 Wall holder
2 CLAMP1 Clamp
8 DL150 Halogen lamp 24 V / 150 W
2 DLBOX Plastic box
1 DCHDKA1 Transport hard case
Weight: 14.4 kg (31.7 lbs), 
Size: 58 x 43 x 27 cm (22.8 x 17 x 10.6 " )

3 DLH4 Light head aspherics2 
3 DT24-1 Dimmable electronic power supply 24 V
3 DBD8 Barn door
3 DPLS Light shield ring
3 DDCF Dichroic daylight conversion filter
1 DGRADF06 Graduated glass filter (ND 0.6)
4 DFH Filter holder
1 DGMD Gel filter set – mixed diffusion
1 DGW Gelt filter set – warm tone
1 DP1 Imager projection attachment
1 DPGH Gobo holder
1 DPFS Framing shutter blades
1 DPIR Iris
3 DST Stand
2 DSTFX Flexible stand extension
2 DH2 Wall holder
2 CLAMP1 Clamp
1 DV6B Vacuum mount
10 DL150 Halogen lamp 24 V / 150 W
2 DLBOX Plastic box
1 DCHDKA1 Transport hard case
Weight: 14.5 kg (32.1 lbs), 
Size: 58 x 43 x 27 cm (22.8 x 17 x 10.6 " )

3 DLH4 Light head aspherics2 
3 DT24-1 Dimmable electronic power supply 24 V
3 DBD8 Barn door
3 DST Stand
1 DH2 Wall holder
1 CLAMP1 Clamp

6 DL150 Halogen lamp 24 V / 150 W
1 DLBOX Plastic box
1 DCHDKA1 Transport hard case
Weight: 13.3 kg (29.3 lbs), 
Size: 58 x 43 x 27 cm (22.8 x 17 x 10.6 " )

KA24B Basic 150 W/ 24 V Tungsten Kit

KA24S Standard 150 W/ 24 V Tungsten Kit (items in bold are in addition to basic kit)

KA24M Master 150 W/ 24 V Tungsten Kit (items in bold are in addition to standard kit)


