
- Compact and lightweight AC adaptor/charger
- Maximum 100 W DC power supply
- V-mount mechanism for direct attachment to com-
patible camcorders
-XLR-4-pin output to power other equipment
- Charging capability of Sony V-mount lithium-ion

batteries (BP-GL95/GL65/L60S)
- Quick charging - A BP-GL95 can be fully charged
within 145 minutes
- Can charge batteries while supplying AC power to
other equipment

AC Adaptor/Charger
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Technical Specifications

Power requirements: AC 100
V to 240 V
DC output: 16.7 V, 6 A
Operating temperature: 0 to
40 °C (32 to 104 °F)
Mass: 800 g (1 lb 12 oz)
Dimensions (W x H x D):
101 x 160 x 37 mm (4 x 6
3/8 x 1 1/2 inches)

Charging time
BP-GL95: 145 minutes
BP-GL65: 155 minutes
BP-L60S: 155 minutes

Eco-info: Lead-free solder is
used for soldering.
Halogenated flame retard-
ants are not used in the cab-
inets and the printed wiring
boards.
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Compatible Products

MPEG IMX

MSW-970P

MPEG IMX Digital Camcorder, 50Mb/s
MPEG-2 data compression, 4:3/16:9
switchable

DVCAM

DSR-400PK

DVCAM 2/3" 3CCD 4:3 Camcorder with 17x
Zoom Lens

DSR-400PL

DVCAM 2/3" 3CCD 4:3 Camcorder without
lens

DSR-450WSPL

DVCAM 2/3" 3CCD 16:9/4:3 Camcorder
without lens

XDCAM

PDW-510P

The XDCAM camcorder PDW-510P provides
DVCAM recording and a family of new re-
volutionary workflow related functionalities.

PDW-530P

The top of the range XDCAM SD camcorder
PDW-530P features MPEG IMX/DVCAM-
switchable recording and a family of new re-
volutionary workflow related functionalities.

PDW-700

XDCAM HD422 Camcorder recording HD ma-
terial at up to 50Mb/s onto Dual Layer Pro-
fessional Disc

PDW-F335K/2

A versatile XDCAM HD Camcorder recording
onto the latest Dual Layer Professional Disc
for even longer recording time - supplied
with a Canon KH20x6.4 manual focus lens.

PDW-F335L

A versatile XDCAM HD Camcorder recording
onto the latest Dual Layer Professional Disc
for even longer recording time - supplied
without lens.

PDW-F355L

Fully-featured XDCAM HD Camcorder record-
ing onto the latest Dual Layer Professional
Disc for even longer recording time - sup-
plied without lens.
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PDW-F800

XDCAM HD422 Camcorder

PMW-350K

A Shoulder Mount Full-HD & SD* Camcorder
with SxS PRO Solid State Recording,
2/3-inch sensors and 16x zoom HD lens

PMW-350L

A Shoulder Mount Full-HD & SD* Camcorder
with SxS PRO Solid State Recording,
2/3-inch sensors

PDW-F330K

A supremely versatile XDCAM HD Camcorder
- HD/SD, NTSC/PAL, interlaced/progressive
switchable (including 24P). Disc-based, ad-
vanced AV/IT workflow and easy integration
into conventional DV-based operation.

PDW-F330L

A supremely versatile XDCAM HD Camcorder
- HD/SD, NTSC/PAL, interlaced/progressive
switchable (including 24P). Disc-based, ad-
vanced AV/IT workflow and easy integration
into conventional DV-based operation.

PDW-F350L

XDCAM HD Camcorder with advanced fea-
tures such as Slow and Quick motion, HD-
SDI output, audio XLR out and TC IN/OUT

HDCAM and HDCAM SR

HDW-650P

HD camcorder, offering 2.2 million pixels per
colour, HDCAM recording and switchable
between 50i, 59.94i and 25P scanning.

HDW-F900R

HD CineAlta camcorder, offering 2.2 million
pixels per colour, HDCAM recording and
switchable between multiple frame rates in-
cluding 50i, 24P and 25P. Viewfinder not
supplied.

HDW-730S

HD camcorder, offering 2.2 million pixels per
colour, HDCAM recording and is switchable
between 50i and 59.94i operation.

HDW-750P

HD camcorder, offering 2.2 million pixels per
colour, HDCAM recording and is switchable
between 50i and 25P scanning.

HDW-750PC

HD camcorder, offering 2.2 million pixels per
colour, HDCAM recording and is switchable
between 50i and 25P scanning (with colour
viewfinder)

HDW-790P

HD camcorder, offering 2.2 million pixels per
colour, HDCAM recording and is switchable
between 50i and 25P scanning.
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Digital Betacam

DVW-970P

Digital Betacam Camcorder, 4:3/16:9
switchable, new Power HAD EXTMCCD
sensors

HDV

HVR-S270E

HDV Shoulder-mount Camcorder with inter-
changeable lens

Digital Cinematography

F23

Flagship CineAlta Camera supporting full
4:4:4 1920 x 1080 RGB acquisition

DXC series

DXC-D55PH

Professional digital video camera. 4:3 and
4:3/16:9 switch-able versions. With optional
accessory packs.

DXC-D55PK

Professional digital video camera. 4:3 and
4:3/16:9 switch-able versions. With optional
accessory packs.

DXC-D55PL

Professional digital video camera. 4:3 and
4:3/16:9 switch-able versions. With optional
accessory packs.

DXC-D55WSPH

Professional digital video camera. 4:3 and
4:3/16:9 switch-able versions. With optional
accessory packs.

DXC-D55WSPL

Professional digital video camera. 4:3 and
4:3/16:9 switch-able versions. With optional
accessory packs.
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